Thank you for purchasing this Samyang Optics product.

The Samyang AF 24mm F2.8 FE lens is a high-performance AF single
vision lens designed exclusively for the E-mount of SONY a
interchangeable-lens cameras.

(This lens cannot be used with an A-mount camera).

% FE refers to the full-frame E-mount system.

» The lens is designed exclusively for mirrorless cameras, where the
distance between the DSLR contrast lens and the image sensor is
short, and affords the user excellent performance and results.

« Designed to provide excellent image quality for cameras with full-frame
(35mm) image sensors.

 Minimizes various aberrations and creates a clear image in the center
and at the edges by using three high-precision aspheric lenses.

» Provides an excellent fast, low-noise AF (autofocus) function.

- The size and weight are minimized, so anyone can easily take pictures
under various conditions.

- Its refined design, emphasizing simplicity and robust structure,
ensures excellent durability.

» This product is an inner focus lens, meaning the lens has a consistent
length and does not rotate despite changes in focal distance, keeping
it free from dust.

- Please read this instruction manual and familiarize yourself with the
functions of the lens, the operating method, and cautions for handling
the product correctly prior to use.

Also, refer to the instruction manual of the camera you are using with
the lens.

- The supported functions of this product may vary according to the
camera model.

- For detailed information regarding compatibility, visit the certified service
center or refer to our homepage.

In order to maintain user safety and prevent damage to the product, fully
familiarize yourself with the following items in order to use the product
correctly.

- It is dangerous to look at the sun through the lens directly. Doing so
may seriously impair your vision.

« Be careful not to apply an impact when attaching the lens. The lens is a
precision optical product, so dropping or applying an excessive impact
to the lens may cause product failure.

- In order to use the lens safely, attach or detach the lens while the
camera is turned off.

« Be careful not to touch or contaminate the contact point on the mount. If
an electronic signal is not transmitted between the cam
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Lens Installation and Detachment

« Attaching the lens
- Remove the front cap and the rear cap of the lens.
- Align the mount index (white dot) indicated on the lens, to the lens
mount index (white dot) indicated on the camera mount, then rotate
the lens clockwise until a clicking sound occurs.

 Detaching the lens
- With the camera lens detaching button pressed, detach the lens by
rotating it counterclockwise until the lens stops.

Mounting a Hood

Align the attachment reference point on the hood with the reference point
for the hood on the lens, push the hood onto the lens, and turn the hood
clockwise until it makes a clicking sound.
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Focus mode setting

* There are five focus methods for SONY a interchangeable-lens
cameras. (3 This may vary according to the camera model.)
- AF-S (Single shooting AF): The focus is adjusted automatically in the
camera.
- AF-A (Automatic AF): The camera switches to single shooting AF or
continuous AF mode automatically according to the movement of a
subject.

- AF-C (Continuous AF): The focus is adjusted continuously in the
camera.

- DMF (Direct manual focus): Manual fine adjustment is available after
automatic focusing.

- MF (Manual focus): The focus is adjusted manually.

 For detailed content regarding the focus mode setting, refer to the
instruction manual of the camera.

Product Specifications

Model name AF 24mm F2.8 FE
Aperture range F2.8~22
Full Frame 82.1°
Angleof View | oe G 60.0°

Optical construction

7 elements in 7 groups
(including 3 aspheric lenses)

Minimum focusing distance 0.24m (0.79ft)
Maximum shooting magnification x0.13
Filter size ® 49mm
Number of aperture blades 7
Maximum diameter X length ® 61.8mm x 37.0mm
(excludin\éV '%%Zt and cap) 939

- The minimum focus is the distance from the image sensor to the object.

- The product specifications and exterior are subject to change without notice.

EMC Product

Class B equipment: Korean Class B ITE

This equipment has been registered with electromagnetic compatibility for
household purposes and can be used in residential areas, as well as all
other areas.
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